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	Form OP-202.2



Oil & Gas Facility Form – Additional Glycol Dehydration Units
	Title V Operating Permit Number:
	Enter Permit Number	
	Plant AIRS ID Number:
	XXX – XXXX

	1. Instructions

	This form is to be used for additional dehydrators that were not addressed on OP-202 (i.e. multiple dehydrator points at one facility). OP-202 must be filled out in its entirety before this form is to be used. Note that if using copy and paste; the applicant must paste as plain text. See “General Instructions” document for more details.



	[bookmark: _Toc8037171]2. Glycol Dehydration Units 

	For the following Section, provide the information requested for the glycol dehydration unit(s) located at this facility. If this facility has multiple glycol dehydration units, fill out one copy of this Section for each point. 

	Equipment AIRS ID 
	XXX-XXXX-XXX
	Equipment Unique ID
	Click here to enter text.

	Glycol Type
	☐ TEG
	☐ DEG
	☐ EG
	

	Control Device Used: (check all that apply)
	☐ ECD
☐ TO
	☐ RTO
☐ VRU
	☐ Open Flare
☐ None
	☐ Other (describe): Click here to enter text.

	Colorado Regulation No. 7, Part D, Section I.H: Emission Reductions from Glycol Natural Gas Dehydrators (rule adopted December 19, 2019)

	Subject? 
	☐ Yes ☐ No

	
	If no, provide explanation: Click here to enter text.

	Colorado Regulation No. 7, Part D, Section II.D: Statewide Control Requirements for Dehydrators (rule adopted December 19, 2019)

	Subject?
	☐ Yes ☐ No

	
	If no, provide explanation: Click here to enter text.

	If not subject, stop here. Do not complete the rest of this section for Part D, Section II.D.

	Dehydration Unit Location
(Part D, Section II.D.3 & 4)
	Located Within 1,320 Feet of Building Unit or Outdoor Activity? ☐  Yes ☐  No

	40 CFR Part 63 Subpart HH: National Emission Standards for Hazardous Air Pollutants From Oil and Natural Gas Production Facilities (rule published August 16, 2012)

	Subject?
(§63.760(a) & (b))
	☐ Yes ☐ No

	
	If no, provide explanation: Click here to enter text.

	If not subject, stop here. Do not complete the rest of this HH section.

	Facility Classification (§63.761)
	Is this facility considered to be a production field facility? ☐ Yes ☐ No

	
	Facility HAP Status (as defined in Subpart HH): ☐ Major ☐ Area

	☐ Large Glycol Dehydration Unit at Major Sources of HAP

	Process Vent Compliance Options
(§63.765(b) & (c))
	☐ Process vent connected to control device through a closed-vent system 

	
	☐ Process vent connected to control device through a closed-vent system and outlet benzene emissions from control device < 0.9 Megagrams per year (< ~1 tpy) 

	
	☐ Other (describe): Click here to describe alternative. 

	☐ Small Glycol Dehydration Unit at Major Sources of HAP

	Process Vent Compliance Options
(§63.765(b) & (c))
	☐ Process vent BTEX emissions < limit determined by Equation 1 or Equation 2 of 63.765(b)(1)(iii) 

	
	☐ Other (describe): Click here to describe alternative. 

	☐ TEG Dehydration Unit at Area Sources of HAP

	Process Vent Compliance Options
(§63.765(b) & (c), §63.764(d))
	Is this unit located in an area that is in a UA plus offset and UC boundary and complies by connecting the process vent to a control device through a closed-vent system? ☐ Yes  ☐ No

	
	Is this unit located in an area that is not in a UA plus offset and UC boundary and complies using Lopt? ☐ Yes  ☐ No

	
	☐ Other (describe): Click here to describe alternative.

	Exemptions
(§63.764(e))
	Actual average natural gas flowrate to the glycol dehydration unit < 85 thousand standard cubic meters per day (< ~3 MMSCFD)? ☐ Yes  ☐ No

	
	Actual average benzene emissions from glycol dehydration unit process vent to atmosphere < 0.9 megagrams per year (< ~1 tpy)? ☐ Yes  ☐ No

	40 CFR Part 63 Subpart HHH: National Emission Standards for Hazardous Air Pollutants From Natural Gas Transmission and Storage Facilities (rule published August 16, 2012)

	Subject?
(§63.1270(a) & (b))
	☐ Yes ☐ No

	
	If no, provide explanation: Click here to enter text.

	If not subject, stop here. Do not complete the rest of this HHH section.

	☐ Large Glycol Dehydration Unit

	Process Vent Compliance Options
(§63.1275(b) & (c))
	☐ Process vent connected to control device through a closed-vent system 

	
	☐ Process vent connected to control device through a closed-vent system and outlet benzene emissions from control device < 0.9 Megagrams per year (< ~1 tpy)

	
	☐ Other (describe): Click here to describe alternative. 

	☐ Small Glycol Dehydration Unit

	Process Vent Compliance Options
(§63.1275(b) & (c))
	☐ Process vent BTEX emissions < limit determined by Equation 1 or Equation 2 of 63.1275(b)(1)(iii) 

	
	☐ Other (describe): Click here to describe alternative. 
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